
Landmark Commission City Building 

City of Sandusky, Ohio 44870

       June 6th, 2019 
          1ST FLOOR CONFERENCE ROOM 

4:30 P.M. 

AGENDA 

1. Meeting called to order – Roll Call

2. Review minutes from the  May 15th, 2019 meeting

3. Application for a new sign to be located at 305 E Water St.

4. Final approval of revised plans for exterior alterations to 123 & 131 E Water St.

5. Application for exterior alterations to 123 & 131 E Water St.

6. Other business

7. Meeting Adjourned

NEXT MEETING:  July 17th, 2019 

Please notify staff at least 2 days in advance of the meeting if you cannot attend.  Thank you. 























L A N D M A R K  C O M M I S S I O N

R E P O R T  

APPLICATION FOR COMPREHENSIVE EXTERIOR 
RENOVATIONS TO  

125 & 131 E WATER STREET  

Reference Number: LC-04-19 

Date of Report: May 31, 2019      
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AME NDME NT TO STAFF R E PORT –  MAY 31,  2019  

The applicant has submitted updated plans as requested by the Landmark Commission at the 
May 15th meeting. The updated plans incorporated the conditions that were recommended by 
staff and imposed by the Commission when approving the Certificate of Appropriateness. 
Staff recommends granting final approval for the Certificate of Appropriateness based on the 
resubmitted plans.  
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City of Sandusky, Ohio 
Landmark Commission Report 

BACKGROUND INFORMATI ON 

Robert W. Hare, as the authorized agent of Renaissance Too LLC, has submitted an application, , 
for exterior renovations to the Biemiller and Weeber-Reber Buildings located at 125 & 135 E 
Water Street. The following information is relevant to this application: 

Applicant:   Renaissance Too LLC 
     PO Box 1070 
     Sandusky, Ohio 44870 
 
Project:     Comprehensive Exterior Renovations 
 
Site Location:  125 & 131 E Water Street 
 
Zoning:    “DBD”/Downtown Business District 
 
Existing Uses:  Vacant 
 
Proposed Uses:  Office/Retail/Residential 
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SITE  DE SCRIPTION 
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DIVISION OF PL ANNING COMME NTS 

The property located at 125 E Water Street is located within the Downtown Sandusky 
Commercial Historic District. Per Chapter 1161 of the Zoning Code, any property that is on the 
National Register of Historic Places or located within a national historic district is required to 
seek a Certificate of Appropriateness from the Landmark Commission for any renovations or 
additions.   

The applicant, Robert Hare, has submitted a project summary that details the specific work to 
be done on the buildings. Also included with the application were pictures of the present 
condition of both buildings as well as drawings of the exterior and interior plans. These have 
been submitted to the Landmark Commission for review. 

In determining whether to issue a Certificate of Appropriateness, Planning staff and the 
Landmark Commission consider both the Secretary of the Interior’s Standards for Rehabilitation 
and the Sandusky Preservation Design Guidelines. 

Upon review, staff has determined that most of the proposed changes to the exterior of the 
building conform with both sets of guidelines. Below are excerpts from the applicant’s 
description that detail the most significant changes. The applicant’s full comments are 
attached to this report.  

125 E. Water: 

 The two rear doors will be removed and repaired with like materials and painted as 
existing. The west rear door will be re-installed as a fixed lite. 

 Rear windows at 125 E. Water will be repaired with like materials. Insulated glazing 
will be replaced with clear, ¼” single pane glass. 

 A roof-top deck is planned for the roof that will be serviced from the elevator and 
north egress stairs located in the building at 131 E. Water. The roof top deck will not 
be visible from the adjacent public way below. 

131 E. Water: 

 The existing door opening at the first floor of 131 E. Water will be moved to the 
west window opening to allow the egress point from the internal stairs. The existing 
door will be replaced with fixed window having the same design/construction as the 
new north wall windows. The new door will be of flush steel construction. Rear 
windows at 125 E. Water will be repaired with like materials. Insulated glazing will 
be replaced with clear, ¼” single pane glass. 

 The north upper wall of 131 E. Water will be re-constructed to its original height 
using concrete block with windows matching the original openings and locations. 
The exterior of the repaired portion of the wall will be covered with a stone veneer 
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using the stone that was removed from the wall. The remaining historic stone 
façade on the north wall of 131 has been repointed in the past with non-historic 
mortar and methods. The new veneer will be made to match the existing mortar as 
best as possible. 

 The existing remaining windows at the north wall of 131 E. Water are double hung, 
non-historic and do not have a muntin or dividers of any kind. All windows on the 
north wall will be replaced with like windows of vinyl, or aluminum construction. 

 G A “penthouse” addition will be installed above the former roof level of 131 E. 
Water as an additional residential unit. The addition will not be visible from the 
adjacent public way and will be finished with cement board siding painted a grey 
color to blend with the limestone. 

 A small deck with aluminum posts and glass infills will be installed at the north end 
of the penthouse structure and will not be visible from the adjacent public way 
below. 

Both buildings: 

 Four (4) new garage door openings on 131 E. Water will be installed at the north 
elevation to provide access to the lower level to accommodate tenant parking. 
Structural steel support will be installed on the interior and the exterior will remain 
clad in limestone. The doors will have vision lites at the upper panels for light 
infiltration and will be a grey color to blend with the limestone. 

 Four new aluminum balconies of simple design painted black will be added to both 
buildings at the north side both buildings ( 2 on each building at second/third 
floors). Doors will be installed within existing window openings by altering the stone 
to create an opening for the door. All new doors at the north walls will be of 
modern construction, either steel, or fiberglass, 36" x 96" with 1/2 - 2/3 lites and 
two panels below the lite. The new basement egress door will be 36”x84”, flush 
steel with no lite. 

 

 

Staff concerns and questions: 

Staff had some questions in reviewing the application and hopes they can be answered by the 
applicant either before or during the Landmark Commission meeting: 

 The new door on 131 – Is there a reason that the door does not match the existing 
double doorway?  

 Clarification on the materials of the windows on the north wall of 125.  

 The material and color of the railing in the front entrance of 125 
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 The colors for the railings and doors on the exterior of the penthouse level 

 The dimensions of the setbacks for the penthouse and rooftop deck. 

 Concerns about the four curb cuts on Shoreline Drive. The Design Guidelines state that 
curb cuts should be minimized. This is especially true for Shoreline Drive, which is 
currently being reconstructed to be more pedestrian friendly.  Staff asked the applicant 
to work with his engineer to reduce the curb cuts and proposed a mountable curb 
sidewalk to maintain comfortable pedestrian flow 

.  

CONCLUSION/RECOMME NDATION 

Staff enthusiastically supports the rehabilitation of historic buildings in Sandusky, especially two 
of our oldest buildings on one of the city’s main commercial streets. Staff recommends approval 
of the Certificate of Appropriateness application with the following conditions: 

1) Per guideline to reduce curb cuts in the Sandusky Preservation Design Guidelines, & 
with the recent investment in the reconstruction of Shoreline Drive, staff recommends 
that the curb cuts be eliminated and that the garage access points be reduced from four 
down to one.—with a maximum width of 10 feet. The north exterior stairwell must be 
oriented sideways so that its protrusion into the right-of-way is minimized.  

2) The access to the garage not be via a curb cut, but a drive via a mountable curb over the 
sidewalk that should minimize the obstruction of the sidewalk. It should match the 
design and color of the new Shoreline Drive streetscape. A cross section shall be 
submitted to the Planning and Engineering Departments for approval. 

3) The color of the penthouse addition on the 131 E. Water Building should more closely 
match colors on the respective facades. 

4) The addition of a new door to the front of 131 E. Water should be a double door to 
match the existing door.  
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City of Sandusky, Ohio 
Landmark Commission Report 

BACKGROUND INFORMATI ON 

Robert W. Hare, as the authorized agent of Renaissance Too LLC, has submitted an application, , 
for exterior renovations to the Biemiller and Weeber-Reber Buildings located at 125 & 135 E 
Water Street. The following information is relevant to this application: 

Applicant:   Renaissance Too LLC 
     PO Box 1070 
     Sandusky, Ohio 44870 
 
Project:     Comprehensive Exterior Renovations 
 
Site Location:  125 & 131 E Water Street 
 
Zoning:    “DBD”/Downtown Business District 
 
Existing Uses:  Vacant 
 
Proposed Uses:  Office/Retail/Residential 
 
       

  
          
 
 



 

SITE  DE SCRIPTION 

 

 



 

DIVISION OF PL ANNING COMME NTS 

This application is nearly identical to the revised application number LC-04-19 that was originally 
heard and approved with conditions by the Landmark Commission on May 15th, 2019. One such 
condition that was placed on that approval was that the garage doors on the north side of the 
buildings be reduced from four down to two and that the door be no greater than 10 feet wide. 
This application is requesting a Certificate of Appropriateness to include two garage doors on 
the 131 East Water building. 

 

CONCLUSION/RECOMME NDATION 

Staff recommends approval of all items for the Certificate of Appropriateness with the exception 
of the two garage doors on the north side of the 131 East Water Building. Staff’s 
recommendation remains the same as it was for the LC-04-19 application.  
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Landmark Commission Application 

Biemiller Building – 125 E. Water St. 

And  

Weeden-Reber Building – 131 E. Water St. 

Sandusky, OH 

PROJECT SUMMARY (revised 5/30/19) 
 

Introduction 

The project involves the rehabilitation of two existing 3-story masonry buildings for the following uses: 

125 E. Water – first, second floors – commercial;  third floor two residential units;  roof top deck 

131 E. Water – First floor commercial;  second, third, penthouse residential 

Per the Old House Guild Downtown Walking Tour Pamphlet, 125 E. Water Street was originally built by 

German Turn-Verein in 1868.  This building had some exterior restoration performed in the late 1980s to 

early 1990s which is evident in the condition of the masonry features of the building.  The building has 

been vacant with no utilities connected since at least that time period. 

Also, per the Old House Guild Pamphlet, 131 E. Water Street is an Italianate style building that was built 

c. 1853and had been a sheet metal shop for almost 80 years. 

Renaissance Too purchased the Biemiller building in early 2018.  The Weeden-Reber building was 

purchased in January 2019 in virtually the same condition it was the day after the July 26, 2018 storm. 

On 5/15/19 Landmark Commission considered a prior application for exterior rehabilitation of the 

subject properties.  That application resulted in an approval of all exterior renovations with conditions, 

including one garage opening versus the requested four garage openings.  This application is submitted 

only to request a revision to the prior approval to include two garage openings at the north wall of 131 

E. Water St and to respond to the questions presented by staff on the prior application.  All other prior 

rehabilitation details remain as previously requested/approved. 

 

 

Siting 

125 E Water Street and 131 E. Water Street are both 33'x80' buildings located just east of the foot of 

Columbus Avenue. The buildings are bounded by a concrete sidewalk and E. Water Street at the front 

(south) and a sidewalk and Shoreline Drive at the rear (north).  There is an empty lot owned by others at 

the west side of 125 E. Water and the Reber Building to the east of 131 E. Water.  The east wall of the 

Biemiller is a shared wall that is owned by the 131 E. Water St. building.   The empty side lot is the result 

of a former historic building that required demolition due to a wall collapse in 2014.  That demolition 

exposed the west wall of 125 E Water Street where it had been partially covered by the demolished 

building. There is partial existing "stucco" finish on the west masonry wall in areas not covered by the 

former building that was damaged by the July 2018 storm.  There is no existing landscaping present at 

either building.  The door well at the rear basement entry doors is currently installed such that the step 
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leading into the well interferes with operation of the basement doors and the doors cannot be opened 

completely.  At the top of the basement entry steps there is a concrete surface that is lower than the 

main sidewalk and appears to have some buried utilities beneath.  In addition, the lower concrete 

surface between the building and the sidewalk are in disrepair.  The rear entry door appears to be non-

historic in that neither a proper lintel, nor stone arch was employed to support the opening.  There is a 

public sidewalk approximately 8-10 feet north of the north building wall. 

Siting work planned includes installation of an ADA ramp/stair at the main entrance to 125 E. Water 

Street.  The ramp/landing/stair will include code required railings of simple black steel construction so as 

to not detract from the historic features of the building façade.  At the rear of the building garage an 

entry aprons ramp will provide access to the planned garageexisting doorways and an elevated egress 

landing with stairs will be shared by both buildings to accommodate egress and rear access 

requirements to the first- floor doors.  Deck construction details are below under “North Walls”.  The 

garage entrance apronsramp will be seamlessly integrated into the proposed new streetscape and will 

not detract from or obstruct the improvements in any way. 

Planned Exterior Work 

North Walls 

No landscape is planned for the buildings.  A small landing and rear stair will be shared between 125 and 

131 E. Water at the back of the building that services an existing doorway at the back of 125 E. Water, 

and a relocated doorway at the back of 131 E. Water.  The landing and stair will serve as egress from the 

buildings and provide access from Shoreline Drive.   The stair and landing will be constructed using 

treated lumber which is consistent with all other building stairs along Shoreline Drive.  The stair and 

landing will be of a simple design to avoid the impression of attempting to duplicate the historical 

architecture with simple 1x4 guards, square spindles, simple round hand rails and simple 4x4 

posts/newels.  Treads will be of treated lumber with several v-grooves cut along the length of the tread 

to promote shedding of water and better slip prevention.  The existing door opening at the first floor of 

131 E. Water will be moved to the west window opening to allow the egress point from the internal 

stairs.  The existing door will be replaced with fixed window having the same design/construction as the 

new north wall windows.  The new door will be of flush steel construction.  The two rear doors at 125 E. 

Water will be removed and repaired with like materials and painted as existing.  The west rear door at 

125 E. Water will be re-installed as a fixed lite. 

Four (4)Two (2)  new garage door openings (two at 125 E. Water, two at 131 E. Water) will be installed 

at the north elevation of 131 E. Water to provide access to the lower level to accommodate tenant 

parking.  Structural steel support will be installed on the interior and the exterior will remain clad in 

limestone.  The doors will have vision lites at the upper panels for light infiltration and will be a grey 

color to blend with the limestone.  The existing double door to the basement of 125 E. Water is not 

historical and has significant wood rot from years of neglect.  These doors will be replaced with either 

steel, or fiberglass construction with ½ lites and a ramp from the north side of the sidewalk to basement 

level to enable the tenant to place large pallets of documents into the basement. 

The north upper wall at 131 E. Water was partially demolished by others after the July 2018 storm due 

to stability concerns.  75% of the roof structure was blown off in the storm and the west half of floors 3 

and 2 collapsed and were resting on the partition walls of the first floor. 
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The north upper wall of 131 E. Water will be re-constructed to its original height using concrete block 

with windows matching the original openings and locations.  The exterior of the repaired portion of the 

wall will be covered with a stone veneer using the stone that was removed from the wall.  The 

remaining historic stone façade on the north wall of 131 has been repointed in the past with non-

historic mortar and methods.  The new veneer will be made to match the existing mortar as best as 

possible.   

The existing remaining windows at the north wall of 131 E. Water are double hung, non-historic and do 

not have a muntin or dividers of any kind.  All windows on the north wall will be replaced with like 

windows of vinyl, or aluminum construction. 

Windows at 125 E. Water will be repaired with like materials and painted as existing.  Insulated glazing 

will be replaced with clear, ¼” single pane glass.  These windows will have storm windows installed on 

the inside of each window to improve thermal efficiency and minimize visual impact on the existing 

windows from the adjacent public way. 

Four new aluminum balconies of simple design painted black will be added to both buildings at the 

north side both buildings ( 2 on each building at second/third floors).  Doors will be installed within 

existing window openings by altering the stone to create an opening for the door.  All new doors at the 

north walls will be of modern construction, either steel, or fiberglass, 36" x 96" with 1/2 - 2/3 lites and 

two panels below the lite.  The new basement egress door will be 36”x84”, flush steel with no lite. 

South Walls 

125 E. Water and 131 E. Water have 2 stories of unpainted red/orange brick on the front wall above the 

first-floor storefront.  The brick and mortar appear to be in excellent condition.  At 125 E. Water A brick 

"recessed panel" exists above the second-floor windows that appears to be where the building 

proprietor's name was historically painted (See Exhibit 1).  Any prior signs painted on the recessed brick 

have previously been removed.  Lake Erie Shores (tenant) intends to use this brick sign indentation to 

install their new signage.  The sign for the former Barnes Tax Service mounted to the façade of 131 E. 

Water will be removed.  If another tenant sign is not installed in the same location, any exposed 

penetrations in the brick will be mortared.  Mortared holes at a brick (not in the joint) will be painted to 

match the brick color.   

The window trim at the south wall of 131 E. Water will be cleaned and painted as existing.  The 

storefront at 131 will have one newa new  door installed at the west existing storefront window to 

accommodate the new code required egress stairway inside.  The new door will be 36”x96” of flush 

steel constructionappear as a double door with ½-2/3 lite painted to match the existing front doors, but 

one of the doors will be a 36” door to meet code requirements and the other panel will be a fixed lite 

that looks like the operating door.  131 E. Water historically had two entry points on its storefront.  The 

storefront was altered by the Barnes in the late 1980s. 

Windows above the storefront of 125 E. Water will be repaired with like materials.  The compromised 

insulated glazing will be replaced with clear, ¼” single pane glass.  These windows will have storm 

windows installed on the inside of each window to improve thermal efficiency and minimize visual 

impact from the adjacent public way. 

Stone and masonry on the exterior of both south walls that requires cleaning will be cleaned using low 

pressure (300 psi) water and light brushing such that no damage occurs to the existing stone materials.  
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No chemical cleaners are planned.  At 125 E. Water the metal caps at the top of the stone corbels will be 

cleaned and painted to match existing.   The two west corbels currently void of the caps will remain as 

they are.  The existing chip in the storefront cornice will remain without repair to avoid the appearance 

of a poor attempt to make the repair. 

All wood features of the storefront and roof overhang supports will be scraped/sanded cleaned, 

repaired with like materials, as necessary, and repainted as noted below.  Window and storefront 

exterior wood surfaces will similarly be cleaned, repaired with like materials and painted in colors that 

match existing colors. 

Both storefront structures require installation of stabilizing ties to prevent further movement of the 

storefronts as is evident by the bow in each of the walls.  The system used to tie the wall back to the 

floor structures will be hidden within the floor structure on the inside.  Any external attachments 

needed to implement this tie back will be simple in nature and will be painted to match existing 

stone/wood/metal colors. 

All existing non-historic arched top windows will have the frames, sills, and sash repaired with like 

materials, cleaned and re-glazed with new ¼” clear single pane glass, then caulked and painted to match 

existing colors.  Weather stripping to prevent penetration of wind and rain will be added to the window 

assemblies that require it within the sash tracks and will not be visible from the exterior of the building.  

All window sash, frames and arches will ultimately be painted to match existing colors, or not painted as 

they exist. 

At 125 E. Water the non-historic delaminating plywood window bulkheads under the storefront display 

windows will be replaced with solid plywood veneer of a thickness necessary to result in a profile 

matching the existing bulkhead thickness and will be primed and painted to match existing. 

All wood features of the storefronts, will be cleaned, repaired or replaced (if necessary) with like 

material, caulked and painted to match existing colors.  The front doors of both buildings will be 

removed and rehabilitated to repair storm damage.  The center and west double front doors will be 

secured as fixed lites, and the east double door set will be reinstalled as the main entrance doors.  

Hardware for the doors will be replaced with ADA compliant hardware.  All remaining features of the 

existing historic storefront and cornice systems will remain in place. 

At 125 E. Water the iron columns below the capitals will be scraped and sanded, primed, then painted to 

match existing color.  The decorative attachments that remain on the capitals will be gently cleaned 

using sandpaper and light scraping to prevent damage.  Prior to painting a rust stopping primer will be 

used to prevent further corrosion of the decorative attachments.  All capitals with missing decorative 

attachments will be similarly cleaned and painted in their current un-repaired condition.  The iron 

columns, capitals and cornice of 131 E. Water will be cleaned and painted with existing colors using the 

same procedures. 

As the above work is performed, all historic features of the storefront and cornice systems will remain in 

place and any repairs made will be done to match existing materials in type and shape and without 

damage to historic materials. 

West Wall (125 E. Water) 

The City of Sandusky expects and desires to have a replacement building constructed in the current 

empty lot west of 125 E. Water Street.  Given this, and the resulting storm repair that was completed, 
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the west wall of the building will be stripped of remnant stucco at the southwest corner.  The stucco at 

the upper northwest corner will be repaired as needed with like material and finish.  Excess masonry in 

brick areas will be removed and the remnants of the former chimney visible in the west wall will be 

filled-in by laying brick salvaged from the wall collapse.  All brick and foundation areas will be re-pointed 

as necessary.  Mortar will match the existing in color and texture and finish as best as possible.  Once 

the above repairs are completed all surfaces above the stone foundation will be painted to match the 

historic brick color of the south (front) wall of 125 E. Water. 

The stone damaged during demolition of the adjacent building at the northwest corner of 125 E. Water 

will be repaired or replaced using stone and mortar that matches surrounding materials in all respects.  

The stone/brick joint in the same area will be repointed with mortar of like color and texture and 

tooling. 

The hole in the west foundation/basement wall will be filled with the stone removed that was removed 

and remains on the floor in the basement.  Any additional stone needed will be of composition, texture, 

tooling, color and visual appearance as existing.  Mortar used for the repair will match the existing in 

color, texture and finish as best as possible.  Above work will not damage historic masonry. 

East Wall (125 E. Water) 

The remaining stucco at each end of the east wall will be repaired as needed..    The remainder of the 

east wall will be hidden from view by a building addition to the adjacent building (see “Additions” 

section below). 

 

Additions 

A “penthouse” addition will be installed above the former roof level of 131 E. Water as an additional 

residential unit.  The south wall of the penthouse will be 6’-6” back from the face of the south roof 

cornice, and the north wall will be 13’-0” back from the north historical masonry wall.  The addition will 

not be visible from the adjacent public way below and will be finished with cement board siding painted 

a grey color to avoid any attempt to match the historic exterior nearbyblend with the limestone.  Entry 

doors and windows will also be a complimentary gray color to the cement siding.  The north and east 

exposed walls of the new penthouse will be of cement board siding painted a grey color to match the 

north wall and not attempt to match the appearance of the historic walls of the building. 

A small deck with gray aluminum posts and glass infills will be installed at the north end of the 

penthouse structure and will not be visible from the adjacent public way below. 

A roof-top deck is planned for the roof at 125 E. Water that will be serviced from the elevator and north 

egress stairs located in the building at 131 E. Water.  The roof top deck will not be visible from the 

adjacent public way below.  The deck will have gray aluminum posts and gray balusters. 

 











































